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Make sure that the power to the fixture is turned 
off. Slide the slip ring (A) and the canopy (B) onto 
the stem (C) and leave some space. Screw the 
junction box crossbar (D) onto the stem (C).

POWER SIDE

SINGLE FIXTURE
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Raise the fixture and tighten the junction box 
crossbar (D) with screws (by others) to the 
junction box (G). Make wire connection  with wire 
connectors (H). Then slide the canopy (B) and 
thighten the set up with the slip ring (A). Number of 
wires may vary.

Drawing of a power junction box in the ceiling

In the case where the luminaire is installed on a 
grid ceiling, the power cable will pass outside of 
the stem.

FOR FIXTURE IN GRID CEILING

POWER SIDE
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PENDANT STEM- INSTALLATION INSTRUCTIONSPOLY Y
  NOTE: Wire dimming conductors as Class 1
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Screw the stems (C) onto the nipple at the ends of 
the fixture (F).

A

Locate ceiling mounting points according to 
supplied client drawing. Make a knot in the low 
voltage power cord (A) and then connect it to 
the ceiling power feed.  Installation may differ 
dependind of your type of ceiling, please refer 
to the remote driver installation sheet for more 
infos.

Please 
refer to the 
remote driver 
installation 
sheet for more 
informations.

Installed fixture should look like this.
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