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Lighting that performs in demanding environments 

VIA SPLASH

IP66
Water & Dust
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VIA SPLASH

Via Splash, with its IP66 rating, 
offers energy-efficient architectural 
lighting for demanding, wet locations 
(including wash down) in both exterior 
and interior applications. 

The simple housing of extruded 
aluminum is fully sealed and available 
in lengths up to 12'. suitable for 
temperatures from -20ºC/-4ºF to 
40ºC/104º, Via Splash can be installed 
in pendant, surface, wall, or pendant 
applications. 

Choose from Direct, Direct/Indirect, 
and Asymmetric light distributions.  
Light output ranges from 500 to 
2000 lumens per foot, with color 
temperatures up to 5000K and 
efficacies up to 126 LPW. Multiple 
enclosure, electrical, emergency 
circuit and control options are 
available. 
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IP66
Water & Dust
Protected against damage 
from dust and high-
pressure jets of water. 
Compared to IP65, that’s 
over three times the 
pressure and eight times the 
volume of water! 

(1) LENS ENCLOSURE FIELD
Removable, double-gasketed lens 
enclosure forms a sealed optical 
assembly with the LED cartridge 
and also seals the luminaire, while 
providing access to LED array and 
driver for maintenance. Extruded 
aluminum, up to 12' long, matching 
housing. 

(2) LED CARTRIDGE 
Custom linear LED array mounts 
in enclosed cartridge for easy 
maintenance and effective thermal 
management.

(3) HOUSING
Fully sealed IP66 rated housing is 
constructed of extruded aluminum 
and is available in lengths up to 12'. 
Driver mounts directly to housing 
for effective thermal management. 
Driver can be replaced without 
opening the sealed optical assembly.

(4) BRIDGE
Provides secure IP66 seal between 4' 
LED cartridge and lens enclosure in 
longer housings 

(5) END CAPS
End caps are die-cast aluminum and 
fully gasketed.
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MOUNTING OPTICS
Via Splash offers three optical 
distributions: direct, direct/indirect, 
and asymmetric. They are available in 
all mounting configurations.

Two lens options are available for 
direct lighting. The High Efficiency 
Lambertian Optic (HLO) uses a diffuser 
that combines 88% transmission with 
good source obscuration.

The Precision Micro Optic (PMO) 
utilizes a special catadioptric lens with 
a two-dimensional array of prisms 
designed to eliminate glare while 
maintaining high efficiency and clean 
luminous appearance.

Asymmetric distribution uses the HLO 
optic; indirect uses a clear lens.

The optics are sealed in a clear, 
tempered glass (TMG) or UV-stabilized 
polycarbonate (PYC) protective 
enclosures. The optics and enclosure 
form an assembly up to 4' longer. In 
longer housings, multiple assemblies 
are sealed by a lens frame of the same 
length as the housing.

Direct - 1000lm/ft

Asymmetric - 1000lm/ft

Direct/Indirect - 1000lm/ft 500lm/ft
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